















































	Special information
	Operation
	General information
	Safety instructions
	Other symbols in this documentation
	Units of measurement

	Safety
	Intended use
	General safety instructions
	Test symbols

	Appliance description
	Settings and displays
	User interface
	Display symbols
	Selecting the set temperature
	Temperature limit via internal anti-scalding protection (qualified contractor)
	Temperature limit Tmax (user)
	Allocating temperature memory buttons
	Settings menu
	Selecting ECO level
	Inlet temperature information
	Recommended settings

	Cleaning, care and maintenance
	Troubleshooting

	Installation
	Safety
	General safety instructions
	Instructions, standards and regulations

	Appliance description
	Standard delivery
	Accessories

	Preparation
	Installation location
	Minimum clearances
	Water installation

	Installation
	Standard installation

	Commissioning
	Preparation
	Initial start-up
	Recommissioning

	Appliance shutdown
	Alternative installation methods
	Electrical connection from above on unfinished walls
	Electrical connection on unfinished walls with short power cable
	Electrical connection on finished walls
	Water installation on unfinished walls
	Wall mounting bracket when replacing an appliance
	Installation with offset tiles
	Pivoting appliance cover
	Operation with preheated water
	Horizontal installation of the appliance

	Service information
	Troubleshooting
	Fault code display

	Maintenance
	Specification
	Dimensions and connections
	Wiring diagram
	DHW output
	Application areas / Conversion table
	Pressure drop
	Fault conditions
	Data table


	Environment and recycling
	Warranty

